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Dimensions in inches (Nominal).
Chain Overhaul

Pull To Lift To Lift Load
Model Capacity Lift Full Load Dimensions Parts of One Ft. Net Wt.

Number (Tons) (Feet)* (Lbs.) A B C Load Chain (Ft.) (Lbs.)
1360010 1/2 10 53 5-29/32 6-1/16 12-13/32 1 26 25
1360020 1/2 20 53 5-29/32 6-1/16 12-13/32 1 26 39
1360030 1 10 73 5-3/4 6-3/16 12-13/32 1 38 26
1360040 1 20 73 5-3/4 6-3/16 12-13/32 1 38 40
1360050 2 10 75 7-1/32 8-1/32 14-31/32 1 51 49
1360060 2 20 75 7-1/32 8-1/32 14-31/32 1 51 63
1360070 3 10 77 5-3/4 8-1/8 18-23/32 2 117 51
1360080 3 20 77 5-3/4 8-1/8 18-23/32 2 117 71
1360090 5 10 86 7-1/32 10-3/8 25 2 166 90
1360100 5 20 86 7-1/32 10-3/8 25 2 166 121
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ACCOLIFT portable, lightweight hand hoists are compact and provide a
dependable working tool for: industrial maintenance, construction sites,
machine shops, and production situations where parts need to be positioned
accurately but infrequently.

Construction Features:

Hooks: All hooks are drop forged, heat
treated steel with spring type latches.
Both hooks rotate 360˚ for easy rigging.

Mechanical Load Brake: Can hold a
capacity load stationary at any position.

Hand Chain: Electric welded, close link
coil chain, accurately and uniformly sized
to seat properly in handwheel pockets.

Load Sheaves: Deep cast pockets
precisely fit the load chain. Load shafts
are supported by prelubricated bearings
for smooth operation.

Load Chain: Electric welded alloy steel
chain is heat treated for wear resistance
and strength. Accurately and uniformly
sized to seat properly in load sheaves.

Frame: Fabricated rolled steel plate.

Covers: Protective steel covers can
easily be removed for inspection and
maintenance.

*Other lifts available.

LEVER HOISTS

ACCOLIFT® Hand Chain Hoists

Lightweight, portable, chain type lever operated puller. Increases a
worker's efficiency in pulling, lifting, lowering, moving and skidding objects
in industrial maintenance, construction and utility company applications.
Minimal effort is required to move tons. The short handle and short stroke
are designed to operate in tight places. Excellent for stretching cable and
fencing, positioning machinery and building components.
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Frame/Side Plate: Rugged, lightweight
steel design supports and protects
internal mechanism.

Lever/Lever Block: Designed and
constructed to be easily operated by one
person. Helps absorb the shock of the
load. Can be easily disassembled for
maintenance.

Operation: Two levers and a knob control
the operation of the ACCOLIFT Lever
Hoist. The lifting "lock" lever can only be
engaged when the hoist chain is slack (not
under load). The grip ring is then pulled to
engage the load sheave. Choose "Up" or
"Down" position on the handle to raise or
lower the load.

Gears: Six tooth pinion gear and four
pocket load sheave makes operation
easy. Gears are permanently lubricated.

Mechanical Load Brake: Brake can hold
a full capacity load stationary in any
position. Load is not transferred back to
handle during handle advancement.

Load Chain: Electric welded alloy steel
chain is heat treated for wear resistance
and strength. Accurately and uniformly
sized to seat properly in load sheaves.

Load Block: Supports the suspension
hook and allows it to rotate 360˚ under
capacity loads.

Hooks: All hooks are drop forged. Heat
treated steel with spring type latches.
Both hooks rotate 360˚ for easy rigging.

Construction Features:

Dimensions in inches (Nominal).
Pull To Lift

Model Capacity Lift Full Load Dimensions Net Wt.
Number (Tons) (Feet) (Lbs.) A B C D E (Lbs.)
1150010 3/4 5 40 6-1/2 5-7/8 12-7/8 14-5/8 1-3/8 22
1150110 3/4 10 40 6-1/2 5-7/8 12-7/8 14-5/8 1-3/8 25
1150210 3/4 15 40 6-1/2 5-7/8 12-7/8 14-5/8 1-3/8 28
1150020 1-1/2 5 40 6-1/2 5-7/8 12-7/8 14-5/8 1-3/8 22
1150120 1-1/2 10 40 6-1/2 5-7/8 12-7/8 14-5/8 1-3/8 25
1150220 1-1/2 15 40 6-1/2 5-7/8 12-7/8 14-5/8 1-3/8 28
1150030 3 5 73 7-5/8 7-1/8 15-5/8 14-5/8 1-3/4 36
1150040 6 5 77 7-5/8 9-1/4 23-3/8 14-5/8 1-7/8 59

Models available with lifts over 5 feet.




